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SECTION 009101 

ADDENDUM 001 

DATE: April 1, 2015 

RE: QUARANTINE PENS   
For Animal Village, City of Little Rock, Arkansas 

CoLR Bid# 15127 
AE Project No.:  2014-205 

FROM: CROMWELL ARCHITECT ENGINEERS, INC. 
101 S. Spring Street 
Little Rock, Arkansas 72201 

TO: BIDDERS OF RECORD 

This Addendum forms a part of the Contract Documents and modifies the original Bidding Documents 
dated 30-Jan-2015, as noted below.  Acknowledge receipt of this Addendum in the space provided on the 
Bid Form.  Failure to do so may subject Bidder to disqualification. Each item in Contract Documents 
complements each of the other Contract Documents.  No sheet, section, or document is to be followed 
without referring to all sheets, sections, and parts of the Contract Documents. 

CHANGES TO PROCUREMENT AND CONTRACTING REQUIREMENTS: 

1: Insert (this) Section 009101 - Addendum 001 issued with this Addendum. 

CHANGES TO SPECIFICATIONS: 

2: Replace Section 32 31 13 - Chain Link Fences and Gates with revised Section issued with this 
Addendum. 

CHANGES TO DRAWINGS: 

3: Insert the attached revised and/or new Drawings issued with this Addendum: 
   Issue Revision 

Sheet Title/Description Date No. 

A-201 Elevations 04/01/2015  1 

A-301 Building Sections And Details 04/01/2015  1 

END OF SECTION 
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SECTION 32 31 13 

CHAIN LINK FENCES AND GATES 

PART 1 GENERAL 

1.01 SECTION INCLUDES 

A. Fence framework, fabric, and accessories. 

B. Manual gates and related hardware. 

1.02 REFERENCE STANDARDS 

A. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron 
and Steel Products; 2013. 

B. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel 
Hardware; 2009. 

C. ASTM F567 - Standard Practice for Installation of Chain-Link Fence; 2011. 

D. ASTM F668 - Standard Specification for Polyvinyl Chloride (PVC) and Other Organic Polymer-
Coated Steel Chain-Link Fence Fabric; 2011. 

E. ASTM F1083 - Standard Specification for Pipe, Steel, Hot-Dipped Zinc-Coated (Galvanized) 
Welded, for Fence Structures; 2010. 

1.03 SUBMITTALS 

A. Product Data: Provide data on fabric, posts, accessories, fittings and hardware. 

B. Shop Drawings: Indicate plan layout, spacing of components, post foundation dimensions, 
hardware anchorage, and schedule of components. 

C. Manufacturer's Installation Instructions: Indicate installation requirements. 

PART 2 PRODUCTS 

2.01 MATERIALS 

A. Materials and Components: Conform to CLFMI Product Manual, www.chainlinkinfo.org. 

B. Posts, Rails, and Frames: Polymer-coated, color to match fence fabric, ASTM F1083 Schedule 
40 hot-dipped galvanized steel pipe, welded construction, minimum yield strength of 30 ksi. 

C. Wire Fabric: ASTM F668 polymer-coated steel chain link fabric. 

2.02 COMPONENTS 

A. Line Posts: 2.38 inch diameter. 

B. Corner Posts: 2.38 inch diameter. 

C. Gate Posts: 3.5 inch diameter. 

D. Gate Frame: 1.66 inch diameter for fittings and truss rod fabrication. 

E. Fabric: 2 inch diamond mesh interwoven wire, 11 gage, 0.0907 inch thick, top selvage knuckle 
end closed, bottom selvage twisted tight. 

F. Tension Wire: 6 gage, 0.1620 inch thick steel, single strand. 

G. Tie Wire: Aluminum alloy steel wire. 

2.03 ACCESSORIES 

A. Fittings: Sleeves, bands, clips, rail ends, tension bars, fasteners and fittings; steel. 

B. Hardware for Single Swinging Gates: 180 degree hinges, 3 each gates; fork latch with gravity 
drop and padlock hasp. 

C. Privacy Slats: Vinyl strips, sized to fit fabric weave. Locate where indicated. Color to match 
fence color. 

http://www.chainlinkinfo.org/
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2.04 FINISHES 

A. Components (Other than Fabric): Galvanized in accordance with ASTM A123/A123M, at 1.7 
oz/sq ft. 

B. Fabric: Vinyl coated over coating of 1.8 oz/sq ft galvanizing. 

C. Hardware: Hot-dip galvanized to weight required by ASTM A153/A153M. 

D. Color(s): To be selected by Architect Engineer from manufacturer's standard range. 

PART 3 EXECUTION 

3.01 INSTALLATION 

A. Install framework, fabric, accessories and gates in accordance with ASTM F567. 

B. Place fabric on centerline of posts and rails. 

C. Install tie wires, tension wires, clips, and other accessories as necessary to prevent injury to 
animals and people. 

D. Do not stretch fabric until concrete foundation has cured 28 days. 

E. Position bottom of fabric 1 inches above finished masonrly or slab. 

F. Fasten fabric to bottom rail, line posts, braces, and top tension wire with tie wire at maximum 15 
inches on centers. 

G. Attach fabric to end, corner, and gate posts with tension bars and tension bar clips. 

H. Install top tension wire stretched taut between posts. 

I. Install gate with fabric to match fence. Install hardware. 

END OF SECTION 
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