
0.02 FT./FT. 0.02 FT./FT.
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R
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NORMAL

5’-0"

P
R
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S
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P
R
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P
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S
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D
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(CLASS 1)(2’-0")

CONCRETE CURB & GUTTER

PROFILE GRADE

440 LB./SQ. YD. AND TACK COATS (0.03 GAL./SQ. YD.)

27’-6" ACHM BINDER COURSE

AT 100% MODIFIED PROCTOR DENSITY

(CLASS 7) - 6" COMPACTED DEPTH

AGGREGATE BASE COURSE

(PLACE IN TWO EQUAL LIFTS)

440 LB./SQ. YD. AND TACK COAT (0.03 GAL./SQ. YD.)

27’-6" ACHM SURFACE COURSE

SOLID SODDING 10’-6"

TANGENT SECTION - FULL DEPTH CONSTRUCTION

11’-0" LANE 11’-0" LANE

0.02 FT. PER FT. 0.02 FT. PER FT.

0.02 FT. PER FT.

L CONSTRUCTIONC

11’-0" TURN LANE

3:1  NORMALCUT

3:1
  N

ORMAL

FIL
L

(4" U.T.)

WALK

5’-0" CONC.

3:1
  N

ORMAL

CUT

3:1  NORMALFILL

1’-0" 1’-0"2’-0"

AT 100% MODIFIED PROCTOR DENSITY

(CLASS 7) - 6" COMPACTED DEPTH

AGGREGATE BASE COURSE

AT 95% MODIFIED PROCTOR DENSITY

COMPACTED SUBGRADE

FUTURE 11’-0" LANE FUTURE 11’-0" LANE

SHOULDER

6’-0"

FILL

3:1  NORMAL

FUTURE

CONCRETE CURB & GUTTER

(CLASS 1)(2’-0")

FUTURE

SOLID SODDING 10’-6"

FUTURE

5’-0" CONC.

WALK

(4" U.T.)

FUTURE

5’-0"

NORMAL

0.02 FT. PER FT.

93’-0" PROPOSED R/W

0.02 FT./FT. 0.02 FT./FT.
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/
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P

O
S
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D
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W

NORMAL

5’-0"

P
R
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P

O
S
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C

E

NORMAL

5’-0"

P
R

O
P

O
S

E
D
 

T
C

E

(CLASS 1)(2’-0")

CONCRETE CURB & GUTTER

(CLASS 1)(2’-0")

CONCRETE CURB & GUTTER

PROFILE GRADE

440 LB./SQ. YD. AND TACK COATS (0.03 GAL./SQ. YD.)

55’-0" ACHM BINDER COURSE

AT 100% MODIFIED PROCTOR DENSITY

(CLASS 7) - 6" COMPACTED DEPTH

AGGREGATE BASE COURSE

(PLACE IN TWO EQUAL LIFTS)

440 LB./SQ. YD. AND TACK COAT (0.03 GAL./SQ. YD.)

55’-0" ACHM SURFACE COURSE

SOLID SODDING 10’-6"SOLID SODDING 10’-6"

TANGENT SECTION - FULL DEPTH CONSTRUCTION

11’-0" LANE 11’-0" LANE11’-0" LANE 11’-0" LANE

0.02 FT. PER FT. 0.02 FT. PER FT.

0.02 FT. PER FT. 0.02 FT. PER FT.

L CONSTRUCTIONC

11’-0" TURN LANE

3:1  NORMALCUT

3:1
  N

ORMAL

FIL
L

(4" U.T.)

WALK

5’-0" CONC.

3:1
  N

ORMAL

CUT

3:1  NORMALFILL

(4" U.T.)

WALK

5’-0" CONC.

1’-0" 1’-0"2’-0"

AT 100% MODIFIED PROCTOR DENSITY

(CLASS 7) - 6" COMPACTED DEPTH

AGGREGATE BASE COURSE

AT 95% MODIFIED PROCTOR DENSITY

COMPACTED SUBGRADE

93’-0" PROPOSED R/W

FROM GAMBLE RD. TO BOWMAN RD.

KANIS ROAD

FROM BOWMAN RD. TO SHACKLEFORD RD.

KANIS ROAD

TYPICAL SECTIONS OF IMPROVEMENT


